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"Decorative metal mesh curtains offer more stylish and nobleness for
your high-end decor"

Walcoom as a manufacture of wire mesh products, decorative metal mesh curtains and drapes is
the deserved skilled field. Our featured product including flexible mesh curtain, decorative woven
metal mesh, spiral link mesh, ring mesh, chainmail mesh, metallic fabric cloth and wired glass, thus
we can provide almost all kinds of decorative metal mesh for your high-class decorative purpose.

We will return your trust with our usual high quality products.

® Colorful, sagging good, flexible.

® Dignified and generous, good stereoscopic effect.
® Anti-corrosion, fireproof, good shaded effects.

® High temperature resistance, no fading.

® Extensive use, remarkable decoration effect.

® UV resistance and fireproof.

® Bright transparency and refined structure.

® Shockproof and impact resistance.

e Stylish design and practicality.

® \/arious shapes and sizes are available.

® Environmental protection, long service life.

Woven metal curtain refer to the wire mesh
fabric woven by fine or hard, flat or round, straight or

crimped, even wire rope and other metal wire. The raw
material can be various metal, such as steel, stainless
steel, aluminium, aluminium alloy, copper and brass,
etc. Finished curtains and drapes with multiple texture
through a variety of weaving methods.
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Oblong crimped
fine woven mesh

Fine woven mesh type

Square twin wire
hard woven mesh

Flat & round wire
hard woven mesh

Architectural rigid
hard woven mesh
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Square fine woven mesh

]

Gold crimped fine woven mesh

=

Double wire crimped
fine woven mesh

Flat twin wire hard woven mesh Flat wire hard woven mesh

Crimped wire & rope

hard woven mesh Tight mesh hard woven mesh

Hard & durable woven mesh Crimped flat hard woven mesh
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Wire rope woven mesh type

Twist wire rope
woven mesh

Square ferrule wire
rope woven mesh

Special style wire
rope woven mesh

Hand-woven wire rope
woven mesh

Round ferrule wire
rope woven mesh

Copper bar & wire
rope woven mesh
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decorative purpose
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Woven wire rope mesh

The List of Stainless Steel Wire Rope Mesh (Woven Mesh)

Code vs\,lire Rope Br?lallr:‘i:;ng Wire Rope Diameter Aperture Measurement
tructure oa
kN Inch mm Inch mm

32120 7x19 7.38 1/8 3.2 4.7"x4.7" | 120%x120
32102 7x19 7.38 1/8 3.2 4"x4" 102x102
3290 7x19 7.38 1/8 3.2 3.6"x3.6" | 90x90
3276 7x19 7.38 1/8 3.2 3"x3" 76%x76
3251 7x19 7.38 1/8 3.2 2"x2" 51x51
24102 7x7 4.18 3/32 24 4"x4" 102x102
2490 7x7 418 3/32 24 3.6"x3.6" | 90x90
2476 7x7 418 3/32 24 3"x3" 76%x76
2460 7x7 4.18 3/32 24 2.4"x2.4" | 60x60
2451 7x7 418 3/32 24 2"x2" 51x51
2076 7x7 3.17 5/64 2 3"x3" 76%x76
2060 7x7 3.17 5/64 2 2.4"x2.4" | 60x60
2051 7x7 3.17 5/64 2 2"x2" 51x51
2038 7x7 3.17 5/64 2 1.5"x1.5" | 38x38
1676 7x7 217 1/16 1.6 3"x3" 76%76
1651 7x7 217 1/16 1.6 2"x2" 51x51
1638 7x7 217 1/16 1.6 1.5"x1.5" | 38x38
1630 7x7 217 1/16 1.6 1.2"x1.2" | 30%30
1625 7x7 217 1/16 1.6 1"x1" | 25.4x25.4
1251 7x7 1.22 3/64 1.2 2"x2" 51x51
1238 7x7 1.22 3/64 1.2 1.5"x1.5" | 38x38
1230 7x7 1.22 3/64 1.2 1.2"x1.2" | 30%30
1225 7x7 1.22 3/64 1.2 1"x1" | 25.4x25.4
1220 7x7 1.22 3/64 1.2 0.8"x0.8" | 20x20
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Ferruled woven wire rope mesh

The List of Stainless Steel Wire Rope Mesh (Ferruled n Mesh)

code Wire Rope Mm.l?oraegkmg Wire Rope Diameter,  Aperture Measurement
Structure kN Inch mm mm
F32120 7x19 8.735 1/8 3.2 120%208
F32100 7x19 8.735 1/8 3.2 100x173
F3290 7x19 8.735 1/8 3.2 90x156
F24100 77 5.315 3/32 24 80x139
F2490 77 5.315 3/32 24 70%121
F2480 7x7 5.315 3/32 24 100%173
F2470 77 5.315 3/32 2.4 90x156
F20100 7x7 3.595 5/64 2.0 80x139
F2090 77 3.595 5/64 2.0 70x121
F2080 77 3.595 5/64 2.0 60x104
F2070 7x7 3.595 5/64 2.0 51x87
F1680 7x7 2.245 1/16 1.6 80x139
F16700 7x7 2.245 1/16 1.6 70x121
F1660 77 2.245 1/16 1.6 60x104
F1650 7x7 2.245 1/16 1.6 51x87
F1280 77 1.360 3/64 1.2 80x139
F1270 7x7 1.360 3/64 1.2 70x121
F1260 7x7 1.360 3/64 1.2 60x104
F1250 77 1.360 3/64 1.2 50x87

Attachment methods for decorative woven mesh curtain can be divided into tensioned and

framed the two distinct categories.

® This rigid frame requires attachment l:?
to a substructure. The woven mesh

is clamped tight by bolts into a frame
made of flat and angled bars. There
are various of bar profiles can be
considered. Pre-crimped wire mesh

can also be welded to frames. Fabric
is not tensioned in this construction
and to assure flatness, drapery size is
according to the wire mesh selection.
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* Flat and angle with threaded rod means (?

both ends of the woven mesh are clamped by
the flat and angled bars with a threaded rod.
It is welded to the angle bar for tensioning by
turnbuckles or nuts. Other bar profiles can be
used based on desired appearance.

“_{j e Frame with bent fabric, typically

used for flexible woven mesh, where

the cables are oriented in a horizontal
direction for applications such as column
claddings. The rods of the wire mesh are
bent at a right angle and are clamped by
bars to form a rigid frame.

‘{j * Flats with flat eye means both ends of the

woven mesh are clamped by flat bars. Flat eyes
are bolted in between the flats for tensioning by
turnbuckles or nuts.
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¢ Flats with clevis means both ends of the C’}‘
woven wire mesh are clamped by flat bars.

Clevises with threaded rods are added for
tensioning by turnbuckles or nuts.

<. e Flats with clevis and binding rod means

the woven mesh is folded over a binding rod

and clamped by flat bars at each end of the
panel. Clevises with threaded rods are added for
tensioning by turnbuckles or nuts. This is used
only for fine mesh fabrics.

e Woven-in bar with spring, this system ,:_"}——*

was developed specifically for facades and
parking structures where considering the
requirement of tension loads. Round bars

are inserted into the fabric in place of weft
wires at the top, bottom and intermediate
locations. The top round bar is inserted into
triangular brackets. Any intermediate round
bars are connected to pivoting brackets for
lateral support. Springs attach to the bottom
bar in order to apply proper pre-tension to the
fabric and to reduce the tension force on the
structure. Eyebolts are attached to the springs
to allow for maximum adaptation.

www.walcoom.com

E-mail: sales@walcoom.com



http://www.walcoom.com/products/architecturalmesh/metal-curtain/index.html
mailto:sales%40walcoom.com?subject=

“_'f_:l e Woven-in bar with eyebolt means a round bar

is inserted into the woven mesh in place of weft wires.
Eyebolts are attached to the round bar for tensioning

by turnbuckles or nuts. The size of the round bar and
frequency of the eyebolts is determined by tension load.

e Extended loop means cables extend C’}‘

beyond the woven mesh edge to form a
loop that is secured by a loop clamp. A
round tensioning bar is threaded through the
loops. Frequency of loops depends upon
tension load. Loop diameter is determined
by the size of the tensioning bar.

% * Eyebolt, the one is specific to the escale products.
An eyebolt is attached to the cross rod of the

product and is tensioned by turnbuckle or nut. The
eyebolt can be substituted with a hook.

Flexible mesh curtain is a type of
decorative metal mesh curtain which have a

good flexibility and it is semi-transparent. In
this category, we mainly introduce metal coil
drapery, honeycomb decoration mesh and
spiral link mesh. It is dignified and generous,

no fading even after a long time service.
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Metal coil drapery

Wire diameter: 0.5-2 mm.
Aperture size: 3-20 mm.

Open area: 40%—-85%.

Diamond height: 3-20 mm.

Diamond width: 5.5-35 mm.

e Coil outside diameter: 3.75-19.5 mm.
e Coil inside diameter: 4-24 mm.

e Pitch: 4-24 mm.
e Weight: 4.2-6 kg/m?® depending on material and size chosen.

Purple bronze flexible Gold flexible mesh curtain
mesh curtain

Champagne flexible Stainless steel flexible
mesh curtain mesh curtain

Honeycomb decoration mesh

2 O
e Wire diameter: 0.5-5 mm. 2 K
e Width: Up to 3000 mm. S ;g : < \
o Open area: 40% — 76%. 6% LA,
e Mesh type: Twisted. \5\: E ). _ \
::/ > AWl N N/

Copper honeycomb
decoration mesh
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Spiral link mesh

e Spiral wire type: Round or flat. e Rod type: Straight or bent.
e Spiral wire diameter: 1.2—10 mm. e Rod diameter: 1.3-5 mm.
e Spiral wire pitch: 3-38 mm. e Rod pitch: 13-64.5 mm.

Stainless steel
conveyor belt mesh
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Gold conveyor belt mesh

=~ ~- =

Ladder type conveyor Compound weave
belt mesh conveyor belt mesh

There are three types of chain link curtain tracks for your choice.

Bronze conveyor belt mesh

Fixed fraclis a straight one which have uniform
holes. It is the most common and economical type track.
Fixed track suitable for the straight designed chain link
curtains which will installed on the wall or ceiling and
don’t need slid to open and close. It is firm and durable.

o Flexible track, is your best choice when you need to open
o \K# or close the chain link curtain frequently. With several rings to
- connect the track and chain link curtains, it can slide smoothly
Flexible track for to left or right flexible. This flexible track type especially suitable
chain link curtain for the installation of room curtain, restaurant space dividers.
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Cambered frack has cambered shape which can adapt to
cambered installation conditions. Like the fixed track, it can not

be slid to open and closed, too. It can satisfy the applications
of high-end hotels or restaurant for space divider, office
buildings to design a cambered space and other cambered

shapes partition design.

Cambered track for chain link curtain

Installation scenarios of chain link curtains

Fixed track for Flexible track Cambered track for
chain link curtain chain link curtain chain link curtain

Metallic fabric cloth can be folded like a cloth
yet have the tenacity of metal. It's absolutely a great

design for high-end decorative purpose. Particular
sandwich structure which each aluminium or brass
sequins have four legs to hook up the link ring. Thus
make the metal sequined fabric curtain very firm and

durable yet fascinating optical effect.
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Specification

Material: Aluminium, brass.

Sequin size (mm): 3x 3,4 x4,6x6,8x8, 10 x 10, etc.

Weight: 0.86-1.81 kg/m”.

Sequin shape: Round, octagon, hexagonal, quincunx and more.
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Golden round
metallic fabric cloth

Brass octagon
metallic fabric cloth

Red octagon
metallic fabric cloth

Blue octagon
metallic fabric cloth

Purple octagon
metallic fabric cloth
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Sliver octagon
metallic fabric cloth
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Various colors are available

METAL CURTAIN
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matte waxed in silvery

silvery in large sheets
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METAL CURTAIN
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Metal chain curtains is a generic terms of ring mesh curtain
and chain link mesh and so on. Ring mesh curtain have various

connect methods: linked by S hook, linked by ring and ring.
The ring wire can be round or flat, aluminium or brass, stainless

steel or copper. All in all, the choice is very diverse. Chain link

curtain use aluminium as raw material, with surface treatment of

anodized there are a lot of alternative beautiful colors.

Specification

® Ring mesh curtain

e Material: Steel, stainless steel, copper, brass. ¢ Aperture size: 3—-22 mm.

¢ Ring shape: Round, oval.
e Wire diameter: 0.5-2.0 mm.

>
\
N

.

Brass metal ring

mesh curtain

Stainlss stee a
ring mesh curtain

Golden oval ring chain curtain

¢ Interface of ring: Welded or non-welded.
¢ Weight: 5-7 kg/m®.

Sliver flat metal Flat sliver metal
ring mesh curtain ring mesh curtain

Different ring size Directly linked ring
mesh curtain mesh curtain
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e Chain link curtain

Sliver and gray chain link curtain Colorful chain link curtains

Wired glass also called wire reinforced glass or wired
cast glass, it combines the purity of the glass and the
toughness of the metal. We can cast in almost all kinds
of metal wire mesh with various colors. This unique
feature make wired glass become the most popular
decorative material.

Specification

¢ Material: Aluminum.

e Wire diameter: 0.8, 1.0, 1.2, 1.3, 1.6, 1.8, 2.0 mm, etc.

¢ Hook width: 9 or 12 mm.

¢ Hook length: 17, 20.4, 22.5, 24 mm,etc.

e Curtain size (m): 0.8 x2,09x1.8,09x%x2,1x2, 1x21, etc.

Material: Glass, wire mesh.

Glass type: Common laminated glass, tempered laminated glass, coated laminated glass, low-e
laminated glass, silkscreen laminated glass, bulletproof laminated glass, fireproof laminated
glass, etc.

Glass surface: Clear glass, frosted wired glass, textured glass.
Inter-layer wire mesh material: Stainless steel, copper, brass, aluminum alloy, etc.
Wire mesh type: Chain link wire mesh, woven wire mesh, ring mesh, metallic fabric cloth, etc.

Thickness (mm): 3+ 0.38+3,3+0.76 +3,4+0.38+4,4+0.76 +4,5+0.38+5,5+0.76 + 5,
6+038+6,6+0.76+6,8+0.76+8,10+0.76 + 10, etc.

Whole size: 300 x 300, 1220 x 1830, 1500 x 2000, 1530 x 2520, 1830 x 2440, 2000 x 2500,
2140 x 3300, 2250 x 3600, 2800 x 7000, 3000 x 8000, or customized on demand.

Wired glass style:
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Copper hard mesh

Clear wired cast glass ¢
wired cast glass
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Pebbled diamond

Frosted wired cast glass mesh wired glass

Corrugated wired cast glass Wired cast glass with scale mesh Wired cast glass with ring mesh

Application

Metal curtains and drapes are used for the indoor and outdoor decoration of airport, station,
restaurant, hotel, high-end building, luxury office building, grand ballroom, business hall, opera
house, and so on.

e Window curtain. e Space partition wall. e Stage fitting.

e Ceiling decoration. e Corridor decoration. e Architectural outdoor drapes.
e Stairway railing. e Fireplace curtain. e Public architectonic art.

e Elevator decoration. e Shower curtain. e Lighting decoration.
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METAL CURTAIN

Walcoom Corporation

Walcoom accept diversity
customization as your needed.

Add: No. 3481, Yongxing Road, Hengshui City, Hebei Province, China.
Tel: +86-15030811699

Skype: wiremesh@live.com

E-mail: sales@walcoom.com
Web: http://www.walcoom.com
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